


Concepito
per rispondere
alle esigenze di
valorizzazione dell’ambiente 
urbano, Vigila nasce per 
illuminare parchi, piazze e centri 
cittadini, assicurando il massimo
comfort luminoso.
Realizzato in alluminio presso 
fuso ed equipaggiato di ottiche 
simmetriche e asimmetriche, 
Vigila fa un uso sapiente della luce 
disegnando atmosfere idonee alle 
caratteristiche proprie di ogni contesto 
urbano: un apparecchio dal design 
essenziale in armonia
con spazi storici
e moderni.

Designed for urban environments, Vigila presents a versatile solution for 
the lighting of parks, civic areas and city centres, providing high visual 
comfort. Made of die-cast aluminum and equipped with symmetric 
and asymmetric optics,  Vigila presents an optimum lighting solution 
and enhances the  characteristics of each urban environment: ensuring 
design cohesion with historical and modern spaces.





Vigila HID
Caratteristiche principali

APPLICAZIONI ILLUMINAZIONE URBANA

Classe di isolamento II

Grado di protezione IP55

Gruppo ottico

Vigila HID ST: ottica asimmetrica 
stradale e da arredo urbano

Vigila HID S: ottica rotosimmetrica 
da arredo urbano

CLASSIFICAZIONE FOTOMETRICA cut-off (vetro piano)

PRINCIPALI Norme di riferimento EN 60598-1, EN 60598-2-3

Vigila HID
General Charatteristics

APPLICATIONS URBAN LIGHTING

Insulation class II

protection degree IP55

Photometric classification Cut-off (flat glass)

Optic

Vigila HID ST: asymmetric optic for 
street and urban applications

Vigila HID Circular symmetric optic 
for urban applications

Main reference standards EN 60598-1, EN 60598-2-3

caratteristiche elettriche
TENSIONE NOMINALE 230-240V
FREQUENZA 50Hz

Potenza 
NOMINALE

ST

SHP: 50W - 70W
MHL: 70W
CPO: 45W - 60W - 90W - 140W
FS: 26W - 32W

S

SHP: 50W - 150W
MHL: 70W - 150W
CPO: 45W - 60W - 90W - 140W
FS: 26W - 57W

Accenditore A sovrapposizione
Fusibile Su richiesta
Cablaggi su richiesta Bipotenza, Elettronico

Electrical characteristics
Power Supply 230-240V
FREQUENCY 50Hz

RATED Power

ST

SHP: 50W - 70W
MHL: 70W
CPO: 45W - 60W - 90W - 140W
FS: 26W - 32W

S

SHP: 50W - 150W
MHL: 70W - 150W
CPO: 45W - 60W - 90W - 140W
FS: 26W - 57W

Ignitor Superimposed
Fuse Upon request
Wiring upon request Bi-power, Electronic

materiali

Attacco
TESTA PALO IN ALLUMINIO PRESSOFUSO 
PER PALO CON CODOLO Ø 60/76mm

CORPO Alluminio

otticA

Vigila HID ST: alluminio anodizzato 
99,85% 

Vigila HID S: alluminio anodizzato 
99,85%

Schermo Vetro piano temperato 4mm

Piastra cablaggio Metallica con isolatore plastico

COLORE STANDARD Grafite (Col. 01)

Materials

Fixing system
Post top in die-cast aluminium for 
poles with spigot Ø = 60/76mm

Body aluminium

Optic

Vigila HID ST: anodized aluminium 
99,85%

Vigila HID S: anodised aluminium 
99,85%

Screen Tempered flat glass, 4mm thickness

CONTROL GEAR Metallic cable tray installed on 
plastic insulator

Standard colour Graphite (Col. 01)
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